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State of Illinois  

DEPARTMENT OF TRANSPORTATION  
Bureau of Local Roads and Streets 

 
SPECIAL PROVISION 

FOR 
BITUMINOUS SURFACE TREATMENT (CLASS A-1, A-2, A-3) FOR LOCAL LETTINGS 

 
Effective:  June 16, 2017 
Revised:                       .  

 
All references to Sections and Articles in this Special Provision shall be construed to mean 
specific Sections and Articles in the Standard Specifications for Road and Bridge 
Construction adopted by the Department of Transportation. 
 
Revise Articles 403.15 and 403.16 to read: 
 
403.15     Method of Measurement.  Measurement of the volume of asphalt binders, 
emulsified asphalts, rapid curing liquid asphalt, medium curing liquid asphalts, slow curing 
liquid asphalts, asphalt fillers, and road oils will be based on the volume of the material at 
60 °F (15.6 °C). Volumes measured at higher or lower temperatures will be corrected to 
the volume at 60 °F (15.6 °C) using the Standard ASTM-IP Petroleum Measurement 
Tables, ASTM D 1250.  
 
Payment will not be made for bituminous materials in excess of 105 percent of the amount 
specified by the Engineer. 
 
When bituminous materials are delivered by tank truck from a refinery or from a storage 
tank, a weight ticket for each truck load shall be furnished to the inspector. The ticket shall 
show the weight of the empty truck (the truck being weighed each time before it is loaded), 
the weight of the loaded truck, and the net weight of the bituminous material. If the 
material is being measured for payment by the gallon (liter), the specific gravity at 60 °F/60 
°F (15.6 °C/15.6 °C) of the bituminous material in the tank truck and the number of gallons 
(liters) at 60 °F (15.6 °C) shall be shown on the weight ticket.  
 
Cover Coat Aggregate and Seal Coat Aggregate will be measured in tons (metric tons) 
according to the requirements of Article 311.08(b), except that measurement for payment 
will not be made for aggregate in excess of 110 percent of the amount specified by the 
Engineer. 
 
403.16     Basis of Payment.  This work will be paid for at the contract unit price per 
gallon (liter) for BITUMINOUS MATERIALS (PRIME COAT), BITUMINOUS MATERIALS 
(COVER AND SEAL COATS), and POLYMERIZED BITUMINOUS MATERIALS (COVER 
AND SEAL COATS); or at the contract unit price per ton (metric ton) for BITUMINOUS 
MATERIALS (PRIME COAT), BITUMINOUS MATERIALS (COVER AND SEAL COATS), 
and POLYMERIZED BITUMINOUS MATERIALS (COVER AND SEAL COATS); and per 
ton (metric ton) for COVER COAT AGGREGATE and SEAL COAT AGGREGATE.  
 
When provided as a payment item, the preparation of the base or existing surface will be 
measured and paid for as specified in Section 358. If not provided as a payment item, 
preparation of base or existing surface shall be considered as included in the contract unit 
price(s) for the bituminous surface treatment. 


